
POWER
P 601
Amplificateur Classe D monocanal pour caisson de grave
D class monochannel amplifier for subwoofer

Compatible avec les autoradios d’origine

Caractéristiques techniques

 · Mise en route automatique
 · Entrées RCA bas niveau : 0.25-6 V 
 · Entrées haut niveau : 4-8 V
 · Puissance (4 Ω) : 250 Watts RMS
 · Puissance (2 Ω) : 450 Watts RMS
 · Puissance (1 Ω) : 600 Watts RMS
 · Filtre subsonique variable 10-50 Hz
 · Filtre passe-bas variable 35 Hz-250 Hz
 · Bass boost variable 0-12 dB (45 Hz)
 · Rapport signal/bruit : 90 dB
 · THD < 0,15%
 · Protections : court-circuit / impédance basse / inversion 

de polarité / protection thermique
 · Dimensions (L x l x H) : 214 x 198 x 99 mm

Accessoires fournis

 · Notice d’utilisation
 · Télécommande filaire inclus
 · Connecteur entrée haut niveau
 · Vis de fixation avec fusibles

Compatible with OEM head unit

Technical features

 · High-level Inputs with auto-turn on 4-8 V
 · RCA low-level Inputs: 0.25-6 V
 · Power (4Ω):  250 Watts RMS
 · Power (2Ω):  450 Watts RMS
 · Power (1Ω):  600 Watts RMS
 · Subsonic crossover adjustable 10-50Hz
 · Low-pass crossover adjustable 35 Hz-250Hz
 · Bass boost adjustable 0-12 dB (45Hz)
 · Signal/noise ratio: 90 dB
 · THD < 0.15%
 · Protections: short circuit / low impedance/ reversal of 

polarity / heat protection
 · Dimensions (L x W x H) : 214 x 198 x 99 mm

Supplied accessories

 · User manual
 · Remote control included
 · High level input terminal
 · Fixing screws with extra fuse
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